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SPECIFICATION
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1.Rated Voltage :AC240V+10%
2.Rated Current :10A
3.Maximum Current
Consumption :20mA
4 Withstand Voltage :1.5kV
5.Insulation Resistance : 10MQ
6.Turn—0n Level :10~161x
7. Turn—0Off Level 1 35.5~561x
8.0perating Temperature
576 Range :=10T~407T
9.Humidity Resistance :95% RH
* Reference to the KAGA, INC. Specification
R4A002768
!
; COMPONENT PARTS LIST
[{e]
' 9 Marking 1 [Fine Qualily Paper
8 Screw 2 Mild Steel
7 Blade of Logd Side 1_Brass
6__Blade of Common Side Brass
UJ 5 _Blade of Power Source 1_[Brass
4 Gasket 1 _|Chloroprene Foam Rubber
S lighting Window PMMA Resin
2 Base PBT Resin
$82.6 1 ICover 1 _|PP Resin({Color:Maroon) |
ITEM No]DE SCRIPTION UANT] MATERIAL
unit: mm
MARKICORRECTED CAREERDATELSIGNIDE SINE| 4 mitsuda |AR TICLE|PHOTOELECTRIC CONTROLS
DRAWING|i/isuda | MODEL | SS—2410C
CHE CK| T'86kamuroDRAMNG No| R3A002278A
APPROVAL| Y Stizaki | SCALE S=1/1
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